This is a translation of the certificate ES24/00000979

The management system of

CALDERERIAY CONSTRUCCION,
S.L. (CALCOSA)

Pol. Ind. Errota, 2, pab. 3, 20270 Anoeta, Gipuzkoa
has been assessed and certified as meeting the requirements of

UNE EN ISO 3834-2:2022

For the following activities
The Scope of Registration appears on page 2 of this certificate

This certificate is valid from 29 July 2024 until 29 July 2027 and remains valid subject to satisfactory surveillance audits.

Issue 1. Certified since 29 July 2024

Authorised by
Certification Management

SGS International Certification Services Iberica, S.A.U.
C/Trespaderne, 29. 28042 Madrid. Espafa
t+34 91 313 8115 - www.sgs.com
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liability, indemnification and jurisdictional clauses contained therein. This document is copyright protected and any unauthorized alteration, forgery or falsification of the content or ﬁr
appearance of this document is unlawful. O
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This is a translation of the certificate ES24/00000979,
continued

CALDERERIA Y CONSTRUCCION,
S.L. (CALCOSA)

UNE EN ISO 3834-2:2022

Issue 1
Scope: Manufacture of metal structures in carbon and stainless steel.
Welding processes: ) ) .
According to EN 1SO 4063 135 (MAG); 136 (MAG); 138 (MAG); 141 (TIG)
BW: 3 a 100 mm
Grup1.1,1.2,1.3 FW: >3 mm
Grup 8 BW.: 3a80mm
FW: 23 mm
135 (MAG) ;
Grup 10.1 BW: 3 a24 mm
p LY. FW: 3 a 30 mm
BW: 3 a24 mm
Group of materials: Grup 10.2 FW: =3 mm
according to CR ISO Grup 10.1 BW: 3 a24 mm
15608 and thickness p 0. FW: 3 a 30 mm
136 (MAG) -
Grup 10.2 BW: 3 a24 mm
up 10. FW: 23 mm
BW: 3 a100 mm
138 (MAG) Grup 1.1,1.2,1.3 FW: =3 mm
BW:2a6 mm
Grup 8 FW:2 a6 mm
141 (TIG) -
Grup 10.2 BW: 3a 24 mm
FW: 23 mm
Welding coordinator Julen Irigoyen
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This is a translation of the certificate Annex ES24/00000979,
continued

CALDERERIA Y CONSTRUCCION,
S.L. (CALCOSA)

UNE EN ISO 3834-2:2022

Issue 1

WELDERS AND WELDING OPERATORS:
* UNE-EN ISO 9606-1 including Cor 1:2012 and Cor 2:2013 Qualification of welders. Fusion welding. Part 1:
Steels.

WELDING COORDINATION PERSONNEL:
* UNE-EN ISO 14731 Welding coordination. Tasks and responsibilities.

NON-DESTRUCTIVE TESTING PERSONNEL:
* UNE-EN ISO 9712 Non-destructive testing. Qualification and certification of non-destructive testing
personnel.

SPECIFICATION OF WELDING PROCEDURES:
* UNE-EN ISO 15609-1 Specification and qualification of welding procedures for metallic materials.
Specification of the weldingprocedure. Part 1: Arc welding.

QUALIFICATION OF WELDING PROCEDURES:

* UNE-EN ISO 15607 Specification and qualification of welding procedures for metallic materials. General
rules.

* ISO 15613 Specification and qualification of welding procedures for metallic materials. Qualification by
welding tests prior to production.

* UNE-EN ISO 15614-1:18/A1:20. Specification and qualification of welding procedures for metallic
materials. Welding procedure test. Part 1: Arc and gas welding of steels and arc welding of nickel and nickel
alloys.

* ISO 15614-2 Specification and qualification of welding procedures for metallic materials.

* ISO 15614-7 Specification and qualification of welding procedures for metallic materials. Welding
procedure test. Part 7: Hardfacing welding.

INSPECTION AND TESTING DURING WELDING:
UNE-EN ISO 13916 Welding. Guide for the measurement of preheating, interpass and preheating holding
temperatures.

This document is an authentic electronic certificate for Client’ business purposes use only. Printed version of the electronic certificate are permitted and will be considered as a copy.
This document is issued by the Company subject to SGS General Conditions of certification services available on Terms and Conditions | SGS. Attention is drawn to the limitation of &
liability, indemnification and jurisdictional clauses contained therein. This document is copyright protected and any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful.

Page 3/4



https://www.sgs.com/en/terms-and-conditions/

This is a translation of the certificate Annex ES24/00000979,
continued

CALDERERIA Y CONSTRUCCION,
S.L. (CALCOSA)

UNE EN ISO 3834-2:2022

Issue 1

POST-WELDING HEAT TREATMENT:
* UNE-EN ISO 17663 Welding. Quality requirements for heat treatment related to welding and related
processes.

INSPECTION AND TESTING AFTER WELDING:

* UNE-EN ISO 17635 Non-destructive testing of welded joints. General rules for metallic materials

* UNE-EN ISO 17636-1 Non-destructive testing of welds. Radiographic testing. Part 1: X-ray and gamma
ray techniques with film.

* UNE-EN ISO 17636-2 Non-destructive testing of welds. Radiographic testing. Part 2: X-ray and gamma
techniques with digital detectors.

* UNE-EN ISO 17637 Non-destructive testing of welded joints. Visual examination of fusion welded joints.
* UNE-EN ISO 17638 Non-destructive testing of welded joints. Test using magnetic particles.

* UNE-EN ISO 17639 Destructive testing of welded joints of metallic materials. Macroscopic and
microscopic examination of welds.

* UNE-EN ISO 17640 Non-destructive testing of welded joints. Ultrasonic testing. Techniques, test levels
and evaluation.

* UNE-EN ISO 3452-1. Non-destructive testing. Liquid penetrant testing. Part 1: General principles.

CALIBRATION AND VALIDATION OF TEST, INSPECTION AND MEASUREMENT EQUIPMENT:

* UNE-EN ISO 17662 Welding. Calibration, verification and validation of equipment used for welding,
including auxiliary activities.
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